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SPECIFICATION 
 

Product Name: 5-7S Series BMS 

Product Model: PCM-L07S15-K39 

 

 

 

Production description 

 PCM-L07S15-K39 is a BMS specially designed for Li-Ion battery pack. It is suitable 
for 5-7S series Li-Ion and LiFePO4 rechargeable batteries. 

 

 

Features 

 It is integrated with smart learning style of computation coordinated with integrating Coulometer 
with more correct SOC of the battery; 

 It has multifunctional safety protection of over charge, over discharge, over current, short-
circuited, temperature (detailed as below parameters); 

 Battery charge and discharge over/under temperature is settable with an external NTC  

(103AT). The setting parameter at same time should be uploaded to communication Host; 

 It has balancing function under the state of charging; 

 The FET temperature is lower than 90℃ after discharging for over 2 hours at 15A under 

ambient temperature 30°C;  
 

●Communication protocol with communication toll EV2400 or EV2300 

          
Note：The above tools need to be purchased separately. 
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Configuration 

Note: The above function is our development solution, and the "None" representative is not 

optional on this product 

 

Max Applicable Range 

● Impedance and Current 

 
 
 
 
 

Function Configuration (Function Configuration 

Number of strings 

supported 
7S 485 Communication None 

Continuous current Selectable up to 15A 232 Communication None 

Number of NTC / 

temperature switches 
2 external 

The bluetooth 

module 
None 

Balance Function Yes, passive equilibrium LCD module None 

Battery packs in 

series 
Not supported Heating function None 

Battery packs in 

parallel 
Not supported 

Secondary protection 

function 
None 

Switch function Optional Precharging None 

NO Items Condition Remarks 

1 Impedance ≤15mΩ 
The sum between B- and P-  

plus B+ to P+ 

2 
Current 

consumption 

Operation 
mode 

≤3000uA 

The actual self - Power 
consumption is constantly beating 

and should be the average 

Low power 
mode ≤200uA 

SMBUS 

Communicating 
≤2mA 

Bluetooth - 
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● Nominal parameters 

 
 
 

Detailed parameters (Test at normal temperature 25±2℃ and relative humidity≤90%) 

Basic protection item for PCM   

NO Item 
Protection 
condition 

Delay time 
Release 

condition 

1 
Over charge 

voltage 
1st level safety 4.25±0.05V 2.0s±0.3s 4.10±0.1V 

2 
Under discharge 

voltage 
1st level safety 2.50V±0.1V 2.0s±0.3s 2.80±0.1V 

3 Over current 

1st level OCC (Over 
Current Charge) Threshold 

15A±5A 2.0s±0.3s 
auto recover 

after10s 

1st level OCD (Over 
Current Discharge) 

Threshold 
30A±5A 1.0s±0.3s 

auto recover 
after10s 

2nd level Over Discharge 
Current AOLD Threshold 

33A±10A 160ms±20ms 
auto recover 

after10s 

short-circuit protection 40A±20A <500us 
auto recover 

after15s 

Item      Terminals Nominal value    
Unit 

Battery design capacity 
5000 5000 mAH 

Charge voltage 
P+，P- 29.4 V 

Continue charge current 
P+，P- 8 A 

Continue discharge current 
P+，P- 12 A 

Input voltage for terminals 
B1........B+ 5 V 

Work temperature 
- -20 ~ +85 ℃ 

Storage temperature 
- -40 ~ +125 ℃ 

Work humidity 
- <75 %RH 

Storage humidity 
- <85 %RH 

Capacity design multiple 
- 1  

Current calibration multiple 
- 1  
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4 
Over 

temperature 

OTC (Over Temp Charge) 
Threshold 

65℃±3℃ 2.0s±0.3s 55℃±3℃ 

OTD (Over Temp 
Discharge) Threshold 65℃±3℃ 2.0s±0.3s 55℃±3℃ 

MOSFET Temp 
OTF Threshold 

- - - 

Low Temp for Charging 
UTC Threshold -0℃±3℃ 2.0s±0.3s 5℃±3℃ 

Low Temp for Discharging 
UTD Threshold 

-20℃±3℃ 2.0s±0.3s -10℃±3℃ 

5 Cell Balancing 
cut-in voltage 4.2±0.50V 

firing current 42±10mA 

6 (LxWxH) 120x63x8mm 

 
 

PCB Port distribution and definition ： 

  

port  Terminal No Descriptions 

B- B- Negative pole for main circuit to be connected with negative pole of Cell1  

J1 

B0 Negative terminal for cell1 

B1 Positive terminal for Cell1 and negative terminal for Cell2 

B2 Positive terminal for Cell2 and negative terminal for Cell3 

B3 Positive terminal for Cell3 and negative terminal for Cell4 

B4 Positive terminal for Cell4 and negative terminal for Cell5 

B5 Positive terminal for Cell5 and negative terminal for Cell6 
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SMBD SMBD Terminal for data of SMBUS communication 

PRES PRES The PRES and P- should be connected for work properly 

RT1,RT2 RT1,RT2 Terminal for battery temperature detection device 

 
Note: the connection between cells and PCB should be followed this order: B-......→B+, Or it will cause potential 

damage to the BMS if not go by this connection order 
 

 
Warranty 

 
The warranty period of this product is 12 months, during which, any damage under normal usage 
should be within warranty service by AA Portable Power Corp. Any damage caused by below 
abnormal conditions should be not covered by the Warranty policy.   
   

1. Incorrect operation or use  
2. The use of environmental conditions exceeds the specifications  
3. Unauthorized disassembly and maintenance  
4. Deliberate destruction 
5. Water or dampness 
6. Irresistible natural factors 
7. PCB bar code damage or tear  
   

Important notifications 
 

Only AA Portable Power Corp has the right to change and update this specification datasheet. 
And will not inform the customer when changing and updating to new version. The customer 
should get the latest information before the order, and confirm whether the latest information can 
meet the current use 

 

B6 Positive terminal for Cell6 and negative terminal for Cell7 

B7 Connect to the positive electrode of the Cell7 

B+ B+ Positive pole for main circuit to be connected with positive pole of Cell7 

P- P- Negative terminals for charge/discharge and SMBUS communication 

P+ P+ Positive terminals for charge/discharge 

GND GND SMBUS communication site 

SMBC SMBC Terminal for clock of SMBUS communication 


